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Productcode
QAO5F_(series)

Material composition

Description

Stainless steel (AlSI 316) hose connector, female thread

C Si Mn P S Cr Ni Mo Cu Ti Vv
0.046 0578 0.894 <0.001 <0.020 17.6 10.2 2.2 0.135 0.139 0.049
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Type Thread (G*) @U [mm] @B [mm] H [mm] C[mm]
QAO5FC-15 3/g" 15 10 41 11.5
QAO5FD-15 /2" 15 10 48 155
QAO5FD-20 172" 20 15 48 15.5
QAO5FE-20 3/4" 20 14 56 16
QAO5FF-25 1" 25 18.5 63 19
QAO5FG-35 14" 35 28 69 21
QAO05FG-40 11/4" 40 34 69 21
QAO5FH-45 112" 45 38 76 21.5
QAO5FI-50 2" 50 42 90.5 24

(*) According to ISO 228/1-G..

AL
0.051

T[mm]
26.5
27
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Nb Fe
0.178 68.4

Weight [kg]
0.04
0.06
0.06
0.09
0.14
0.30
0.30
0.40
0.50

The drawing and dimensions mentioned on this data sheet are for information purposes only. Users acknowledge that no
rights, guarantees or warranties may be derived from them.
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